
KERN CEWT1-Y1
Analogue weighing transmitter to amplify the DMS signal with current or voltage output

Measuring system

Adjustment options: External calibration

Load cell connection: 4-wire

Environmental conditions

Maximum operating temperature: 65 OC

Minimum operating temperature: -20 OC

Services (optional)

Adjustment at the location of installation:auf Anfrage | on request

Category

Brand: Sauter

Category: Display devices

Packaging & shipping

Delivery: 24 h

Dimensions packaging (WxDxH): 190 x 160 x 105 mm

Gross weight: 350 g

Net weight: 225 g

Shipping method: Parcel service

Construction

Dimensions of display device
(WxDxH):

110 x 45 x 32 mm

Piktogramme

STANDARD

KERN & SOHN GmbH . Ziegelei 1 . 72336 Balingen . Germany . Tel. +49–(0)7433 - 99 33-0 . www.kern-sohn.com 1



KERN CEWT1-Y2
Analogue weighing transmitter to amplify the DMS signal with current or voltage output

Measuring system

Adjustment options: External calibration

Load cell connection: 4-wire

Environmental conditions

Maximum operating temperature: 65 OC

Minimum operating temperature: -20 OC

Services (optional)

Adjustment at the location of installation:auf Anfrage | on request

Category

Brand: Sauter

Category: Display devices

Packaging & shipping

Delivery: 24 h

Dimensions packaging (WxDxH): 190 x 160 x 105 mm

Gross weight: 580 g

Net weight: 461 g

Shipping method: Parcel service

Construction

Dimensions of display device
(WxDxH):

110 x 45 x 32 mm

Piktogramme

STANDARD

KERN & SOHN GmbH . Ziegelei 1 . 72336 Balingen . Germany . Tel. +49–(0)7433 - 99 33-0 . www.kern-sohn.com 1



KERN CEWT1-Y4
Analogue weighing transmitter to amplify the DMS signal with current or voltage output

Measuring system

Adjustment options: External calibration

Load cell connection: 4-wire

Environmental conditions

Maximum operating temperature: 65 OC

Minimum operating temperature: -20 OC

Services (optional)

Adjustment at the location of installation:auf Anfrage | on request

Category

Brand: Sauter

Category: Display devices

Packaging & shipping

Delivery: 24 h

Dimensions packaging (WxDxH): 260 x 165 x 140 mm

Gross weight: 1,002 kg

Net weight: 825 g

Shipping method: Parcel service

Construction

Dimensions of display device
(WxDxH):

110 x 45 x 32 mm

Piktogramme

STANDARD

KERN & SOHN GmbH . Ziegelei 1 . 72336 Balingen . Germany . Tel. +49–(0)7433 - 99 33-0 . www.kern-sohn.com 1



KERN CEWT2-Y1
Analogue weighing transmitter to amplify the DMS signal with current or voltage output

Measuring system

Adjustment options: External calibration

Load cell connection: 4-wire

Environmental conditions

Maximum operating temperature: 65 OC

Minimum operating temperature: -20 OC

Services (optional)

Adjustment at the location of installation:auf Anfrage | on request

Category

Brand: Sauter

Category: Display devices

Packaging & shipping

Delivery: 24 h

Dimensions packaging (WxDxH): 190 x 160 x 105 mm

Gross weight: 350 g

Net weight: 225 g

Shipping method: Parcel service

Construction

Dimensions of display device
(WxDxH):

110 x 45 x 32 mm

Piktogramme

STANDARD

KERN & SOHN GmbH . Ziegelei 1 . 72336 Balingen . Germany . Tel. +49–(0)7433 - 99 33-0 . www.kern-sohn.com 1



KERN CEWT2-Y2
Analogue weighing transmitter to amplify the DMS signal with current or voltage output

Measuring system

Adjustment options: External calibration

Load cell connection: 4-wire

Environmental conditions

Maximum operating temperature: 65 OC

Minimum operating temperature: -20 OC

Services (optional)

Adjustment at the location of installation:auf Anfrage | on request

Category

Brand: Sauter

Category: Display devices

Packaging & shipping

Delivery: 24 h

Dimensions packaging (WxDxH): 190 x 160 x 105 mm

Gross weight: 580 g

Net weight: 461 g

Shipping method: Parcel service

Construction

Dimensions of display device
(WxDxH):

110 x 45 x 32 mm

Piktogramme

STANDARD

KERN & SOHN GmbH . Ziegelei 1 . 72336 Balingen . Germany . Tel. +49–(0)7433 - 99 33-0 . www.kern-sohn.com 1



KERN CEWT2-Y4
Analogue weighing transmitter to amplify the DMS signal with current or voltage output

Measuring system

Adjustment options: External calibration

Load cell connection: 4-wire

Environmental conditions

Maximum operating temperature: 65 OC

Minimum operating temperature: -20 OC

Services (optional)

Adjustment at the location of installation:auf Anfrage | on request

Category

Brand: Sauter

Category: Display devices

Packaging & shipping

Delivery: 24 h

Dimensions packaging (WxDxH): 260 x 165 x 140 mm

Gross weight: 1,002 kg

Net weight: 825 g

Shipping method: Parcel service

Construction

Dimensions of display device
(WxDxH):

110 x 45 x 32 mm

Piktogramme

STANDARD

KERN & SOHN GmbH . Ziegelei 1 . 72336 Balingen . Germany . Tel. +49–(0)7433 - 99 33-0 . www.kern-sohn.com 1



KERN CEWT3-Y1
Analogue weighing transmitter to amplify the DMS signal with current or voltage output

Measuring system

Adjustment options: External calibration

Load cell connection: 4-wire

Environmental conditions

Maximum operating temperature: 65 OC

Minimum operating temperature: -20 OC

Services (optional)

Adjustment at the location of installation:auf Anfrage | on request

Category

Brand: Sauter

Category: Display devices

Packaging & shipping

Delivery: 24 h

Dimensions packaging (WxDxH): 190 x 160 x 105 mm

Gross weight: 350 g

Net weight: 225 g

Shipping method: Parcel service

Construction

Dimensions of display device
(WxDxH):

110 x 45 x 32 mm

Piktogramme

STANDARD

KERN & SOHN GmbH . Ziegelei 1 . 72336 Balingen . Germany . Tel. +49–(0)7433 - 99 33-0 . www.kern-sohn.com 1



KERN CEWT4-Y1
Analogue weighing transmitter to amplify the DMS signal with current or voltage output

Measuring system

Adjustment options: External calibration

Load cell connection: 4-wire

Environmental conditions

Maximum operating temperature: 65 OC

Minimum operating temperature: -20 OC

Services (optional)

Adjustment at the location of installation:auf Anfrage | on request

Category

Brand: Sauter

Category: Display devices

Packaging & shipping

Delivery: 24 h

Dimensions packaging (WxDxH): 190 x 160 x 105 mm

Gross weight: 350 g

Net weight: 225 g

Shipping method: Parcel service

Construction

Dimensions of display device
(WxDxH):

110 x 45 x 32 mm

Piktogramme

STANDARD

KERN & SOHN GmbH . Ziegelei 1 . 72336 Balingen . Germany . Tel. +49–(0)7433 - 99 33-0 . www.kern-sohn.com 1


